METHOD FOR REMOVING ROLL-SET CURL 
FOR TWO-SIDED PRINTING 
Maria Jesus PEREZ RODRIGUEZ et al. 
60004398-1 
Sheet 1/6 



START 




-100 



ACTIVATE TUR 



DEACTIVATE NESTING 
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SELECT EXTENDED MARGINS 



DEACTIVATE COLOR CALIBRATION 
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DEACTIVATE CLEAN PLATEN 
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LOAD PRINT MEDIUM AS A ROLL 



SEND PLOT STREAM 
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ATTACH TOP EDGE OF PRINT 
MEDIUM ONTO AN EMPTY CORE 
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PRESS THE "V" BUTTON ON THE TUR 
PERIODICALLY 
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FIG. 1A 
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AFTER PRINTING COMPLETED, PRESS "LOAD/UNLOAD" 
MEDIA BUTTON TWICE 
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REMOVE UNIMAGED PRINT MEDIUM FROM PRINTER SPINDLE 
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MOVE TUR CORE AND PRINT MEDIUM TO PRINTER SPINDLE 



ir 
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LOAD EMPTY CORE ON THE TUR 



ir 
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ATTACH PRINT MEDIUM ONTO THE TUR CORE 



ir 
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PRESS THE "A' BUTTON ON THE TUR 
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UNLOAD TUR CORE AND PRINT MEDIUM FROM TUR SPINDLE 
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F/G. IB 
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LOAD PRINT MEDIUM AND SECOND TUR CORE ONTO THE 

PRINTER SPINDLE 



f 
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SEND PLOT STREAM 



f 
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PRINT ON SECOND SIDE OF PRINT MEDIUM 
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ATTACH FRONT EDGE OF PRINT MEDIUM ONTO A TUR CORE 



f 
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F/G. 1C 
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FIG. 3A 
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